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Selector guide – Cylindrical Fuse Links – Sizes A, B & C, 690VAC, 1‐100A 

Nomenclature 

The IXYS UK range of 700V/690V protistor fuse links with end contact terminals consists of two different 
body styles and the following nomenclature details the breakdown of each type 

 

1  2 3 4 5 
F  070  A  016  N 

Fuse type  Voltage rating (÷100)  Size  Current rating  Indicator 
 

Type 

F – Ferrule fuse type 

 

Voltage rating 

070 – 700VAC UL recognised/690VAC IEC 60269‐4 

 

Size 

A – 10×38mm ferrule 

B – 14×51mm ferrule 

C – 22×58mm ferrule 

 

Indicator Type 

N – No indicator 

S – Striker type indicator 

 

Example 

 

F070A016N is – Ferrule fuse, 700VAC/690VAC, 10×38mm dimension, 16A, No striker 
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Selector guide – Cylindrical Fuse Links – Sizes A, B & C, 690VAC, 1‐100A 

Size A fuses – Part numbers   
Weight – 10g Max. 
 
 
 

Rated Voltage 
(UL/IEC)  Nominal Current 

Class  Part Number 
V  A 

700/690  1  gR  F070A001N 
700/690  2  gR  F070A002N 
700/690  4  gR  F070A004N 
700/690  5  gR  F070A005N 
700/690  6  gR  F070A006N 
700/690  8  gR  F070A008N 
700/690  10  gR  F070A010N 
700/690  12  gR  F070A012N 
700/690  16  gR  F070A016N 
700/690  20  gR  F070A020N 
700/690  25  gR  F070A025N 
700/690  30  gR  F070A030N 
650/600  32  gR  F070A032N 

 

Size A fuses – Ratings 

 

Rated Voltage (UL/IEC  Nominal Current 
Class 

Pre‐arcing I2t  Clearing I2t @ 
rated voltage 

Watts loss @ 
100% In 

Breaking 
capacity @ 
rated voltage 

V  A  A2s  A2s  W  kA 
700/690  1  gR  0.17  0.48  0.8  160 
700/690  2  gR  0.94  2.5  1.3  160 
700/690  4  gR  6.7  12  1.7  160 
700/690  5  gR  7.5  30  0.9  160 
700/690  6  gR  8.5  40  1.4  160 
700/690  8  gR  5.4  35  1.9  160 
700/690  10  gR  6.7  55  2.1  160 
700/690  12  gR  11  90  2.8  160 
700/690  16  gR  19  140  3.0  160 
700/690  20  gR  39  245  3.7  160 
700/690  25  gR  69  425  4.3  160 
700/690  30  gR  107  675  4.8  160 
650/600  32  gR  154  945  5.1  160 
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Product Brief – Title 

Size B fuses – Part numbers 
Weight – 18g Max. 
 

Rated Voltage 
(UL/IEC)  Nominal Current 

Class  Part Number  Trip indicator 
V  A 

700/690 

1 

gRC 

F070B001N  N 
F070B001S  Y 

2 
F070B002N  N 
F070B002S  Y 

4 
F070B004N  N 
F070B004S  Y 

6 
F070B006N  N 
F070B006S  Y 

8 
F070B008N  N 
F070B008S  Y 

10 
F070B010N  N 
F070B010S  Y 

12 
F070B012N  N 
F070B012S  Y 

16 
F070B016N  N 
F070B016S  Y 

20 
F070B020N  N 
F070B020S  Y 

25 
F070B025N  N 
F070B025S  Y 

32 
F070B032N  N 
F070B032S  Y 

40 
F070B040N  N 
F070B040S  Y 

50 
F070B050N  N 
F070B050S  Y 

 

Size B fuses – Ratings 

 

Rated Voltage (UL/IEC)  Current rating, IN  Class  Pre‐arcing I2t  Clearing I2t @ 
rated voltage 

Watts loss @ 
100% IN 

Breaking 
capacity @ 
rated voltage 

V  A    A2s  A2s  W  kA 
700/690  1  gRC  0.8/0.31*  3.5/1.4*  0.35  100 
700/690  2  gRC  1.5/1.0*  6.7/4.3*  0.6  100 
700/690  4  gRC  7.2/6.7*  33/30*  1.4  100 
700/690  6  gRC  1.4  19  2.5  100 
700/690  8  gRC  2.4  30  3.0  100 
700/690  10  gRC  4.3  44  3.3  100 
700/690  12  gRC  5.4  65  4.25  100 
700/690  16  gRC  13  110  4.8  100 
700/690  20  gRC  27  175  5.25  100 
700/690  25  gRC  53  300  5.8  100 
700/690  32  gRC  97  550  7.0  100 
700/690  40  gRC  210  1210  8.8  100 
700/690  50  gRC  390  2250  10  100 

 

* ‐ I2t value for fuses without trip indicator 

Selector guide – Cylindrical Fuse Links – Sizes A, B & C, 690VAC, 1‐100A 



   

Time‐current characteristics – 1‐4A    Time‐current characteristics – 6‐50A 
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Selector guide – Cylindrical Fuse Links – Sizes A, B & C, 690VAC, 1‐100A 

Size B fuses – Curves 
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Selector guide – Cylindrical Fuse Links – Sizes A, B & C, 690VAC, 1‐100A 

Size C fuses – Part numbers 
Weight – 57g Max. 
 

Rated Voltage 
(UL/IEC)  Nominal Current 

Class  Part Number  Trip indicator 
V  A 

700/690 

20 

gRC 

F070B020N  N 
F070B020S  Y 

25 
F070B025N  N 
F070B025S  Y 

32 
F070B032N  N 
F070B032S  Y 

40 
F070B040N  N 
F070B040S  Y 

50 
F070B050N  N 
F070B050S  Y 

63 
F070B063N  N 
F070B063S  Y 

80 
F070B080N  N 
F070B080S  Y 

100 
F070B100N  N 
F070B100S  Y 

 

Size C fuses – Ratings 

 

Rated Voltage (UL/IEC)  Current rating, IN  Class  Pre‐arcing I2t  Clearing I2t @ 
rated voltage 

Watts loss @ 
100% IN 

Breaking 
capacity @ 
rated voltage 

V  A    A2s  A2s  W  kA 
700/690  20  gRC  17  125  6.5  100 
700/690  25  gRC  39  280  7.5  100 
700/690  32  gRC  72  490  9.0  100 
700/690  40  gRC  118  785  10  100 
700/690  50  gRC  242  1390  11.5  100 
700/690  63  gRC  430  2460  13.5  100 
700/690  80  gRC  970  5565  15.5  100 
700/690  100  gRC  2080  11950  17  100 

 



   

www.ixysuk.com  www.ixys.com

Product Brief – Title 

Selector guide – Cylindrical Fuse Links – Sizes A, B & C, 690VAC, 1‐100A 

Total clearing I2t    Peak arc voltage 

 

 

 

 

Time‐current characteristics 

 
 

 

Size C fuses – Curves 
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