
 Certificate No. 152

 ISO 9001: 2000

Capsule Device Clamp index

Box Clamp style

Pt No

Outside 

Dims mm Fixing mm

Device 

max Dia 

mm

Device 

Height mm

Pressure 

kN max

Temp range 

max Deg C

Voltage 

Vac

Cooling 

medium Drawing ref

BX42 46x46 50 pcd 4xM5 42 13-16 7.5 -40+90 690 Air Data

BX52 56x56 61 pcd 4xM6 52 13-26 10 -40+90 690 Air Data

BX59 65x65 70 pcd 4xM6 59 25-31 15 -40+90 690 Air Data

BX59LP 66x60 54x48 4xM6 59 26 12 -40+110 690 Air 010120

BX75 90x90 65x65 4xM10 75 20-40 30 -40+140 690 Air 010190

BX127 127x127 103x103 4xM12 127 20-40 40 -40+140 690 Air 010200

Centre spring stack style

Pt No

Outside 

Dims mm Fixing mm

Device 

max Dia 

mm

Device 

Height mm

Pressure 

kN max

Temp range 

max Deg C

Voltage 

Vac

Cooling 

medium Drawing ref

BC54S 70x15 54 Ctr 2xM6 45 14-40 6 -40+110 1000 Air 010100

BC54D 70x15 54 Ctr 2xM6 45 14-40 20 -40+110 1000 Air 010102

BC79S 104x25 79 Ctr 2xM8 67 14-40 20 -40+110 1000 Air 010100

BC79LS 104x25 79 Ctr 2xM8 67 14-40 20 -40+110 1000 Air 010100

BC79D 104x25 79 Ctr 2xM8 67 14-40 20 -40+110 1000 Air 010102

BC79LD 104x25 79 Ctr 2xM8 67 14-40 20 -40+110 1000 Air 010102

BC89S 115x25 89 Ctr 2xM8 77 14-40 20 -40+110 1000 Air 010100

BC89LS 115x25 89 Ctr 2xM8 77 14-40 20 -40+110 1000 Air 010100

BC89D 115x25 89 Ctr 2xM8 77 14-40 20 -40+110 1000 Air 010102

BC89LD 115x25 89 Ctr 2xM8 77 14-40 20 -40+110 1000 Air 010102

BC118LS 145x25 118 Ctr 2xM8 105 14-40 32 -40+110 1000 Air 010100

BC118LD 145x25 118 Ctr 2xM8 105 14-40 32 -40+110 1000 Air 010102

BC140D 170x25 140Ctr 2xM10 126 25-40 45 -40+120 1000 Air 010006

Spring Bar style

Pt No

Outside 

Dims mm Fixing mm

Device 

max Dia 

mm

Device 

Height mm

Pressure 

kN max

Temp range 

max Deg C

Voltage 

Vac

Cooling 

medium Drawing ref

SBC89S 123x25 89 Ctr 2xM8 76 14-40 22 -40+110 1000 Air 010011/12

SBC89LS 123x25 89 Ctr 2xM8 76 14-40 22 -40+110 1000 Air 010011/12

SBC132S 166x25 132 Ctr 2xM10 118 14-40 40 -40+120 1000 Air 010013/14/15

SBC132SV 166x27 132 Ctr 2xM10 118 14-40 40 -55+175 2000 Air/Oil 010013/14/15HV

SBC132SV1 166x27 132 Ctr 2xM10 118 14-40 70 -55+175 2000 Air/Oil 010016HV

SBC132DV 172x36 132 Ctr 2xM12 118 14-40 40 -40+190 2000 Air 010016

SBC132DV-1 172x36 132 Ctr 2xM12 118 14-40 80 -40+190 2000 Air 010017

SBC146SV 180x27 146 Ctr 2xM10 132 14-40 80 -55+175 2000 Air/Oil 010018HV

SBC146DV 180x32 146 Ctr 2xM16 126 14-40 80 -40+190 2000 Air/Oil 010019

The GD Rectifiers range of clamps require no special tools.

Never over tighten clamps as damage may occur.

Check you have the correct clamp force for your application

See Capsule device clamping instructions.
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