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British Style High Speed Fuses
Indicators & Accessories
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Type TI500 TI700
Maximum RMS Voltage 500 700
Maximum Peak Voltage 700 1000
Maximum DC Voltage 130 350
Cold Resistance (ohms) 0.3 0.45
Maximum permissible steady-state current 1.5A 1.5A
Interrupting Capacity (RMS Symm.) 100,000 100,000
Pre-Arcing I2t 23 23
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Current Rating:
AC 50/60Hz resistive load @ 250V RMS 4A
AC 50/60Hz resistive load @ 127V RMS 6A
DC, resistive load @ 110Vdc 0.7A DC
DC, resistive load @ 30Vdc 2A DC

Maximum Working Voltage:
Contact-to-contact (RMS) 1000V
Contact-to-contact (RMS) 1500V

Maximum DC Volts: 110V DC

Ref. Dim. “A” (mm) RMS Volts
TI250 37.6 250
TI500 47.5 500
TI600 55.7 600
TI700 61.8 700
TI1100 98.4 1100
TI1500 120.6 1500
TI2000 147.5 2000
TI2500 198.3 2500

RMS For use
Kit. Ref. Details Volts with Fuse Ref.
EC-250 Fuse Mount 250 LET
MC250 Indicator Kits 250 LMT & LMMT
EC-600 (Includes one 660 FE, FEE & ET
MC600 indicator 660 FM & FMM
MC700 and two clips) 700 MT & MMT
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